
Features
LCD brightness control Auto rotatable screen

Unit conversion Audio alarm
LED alarm PC analysis soŌware

USB communica�on Quick test mode

Auto power off Low ba�ery indica�on

Product size

Product net weight

Power

Standard accessories Micro USB interface cable, calibra�on pieces, ba�eries, English manual

3V ba�ery (R03) x 2  

48 x 36mm
153.5 x 64.5 x 41mm

GiŌ box, cloth bag

10pcs

450 x 325 x 255mm

5.9kg

175g

Display

Standard individual packing

Standard quan�ty per carton

Standard carton measurement

Standard carton gross weight

Characteris�cs

UT343D coa�ng thickness gauge can measure coa�ng thickness of ferrous and non-ferrous materials. This device
is design ed w it h  un i q ue q uic k  test feature,  w h ic h  allow s users to set t h ic k n ess ran ge an d usin g a 3-color LED
and audio alarm to display test results, greatly increasing work efficiency. UT343D display is also auto rotatable.
This CE cer�fied device can store up to 500 sets of data for further analysis through the PC analy�cal so�ware.    

Ran ge
Cer�ficates CE,  UK CA

Measurement range
Accuracy
Resolu�on

0~1250ʅm
±(3%+1)ʅm
0.1ʅm (0~99.9ʅm); 1ʅm (100~1250ʅm)

Measurement method
Measurement mode
Metal type

Single/con�nuous
M AX / M IN/ AV G
Ferrous/ non-ferrous

Display type 2-inches TFT LCD (320 x 240 pixels)
Data storage 500 sets

UT343DUT343D ● Auto-rotatable screen: 0°, 90°, 180°, 2ϳ0° ● Yuick test mode

Pass Passing Indicator

F ail

Failed indicator

Specifica�ons
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