
Product size

Product net weight

Power

Standard accessories Ba�ery, USB interface cable (UT362), English manual 

9V ba�ery (6F22) 

57 x 37mm

162 x 78 x 30mm 

375g

Gi  box, carrying bag

10pcs

460 x 335 x 210mm

6.8kg 

Display

Standard individual packing

Standard quan�ty per carton

Standard carton measurement

Standard carton gross weight

Characteris�cs

UT360 series an em om eters can  m easure tem perature,  w i n d speed,  an d w i n d coun t .  T h ese m eters can  b e used i n
energy saving, HVAC, fishing and other industries that use exhaust or ven�la�on systems. 

Ran ge

Cer�ficates CE,  UK CA

Wind speed measurement

Wind count measurement (CMM)

Wind count measurement (CFM)

Temperature measurement

Display count

Data storage

USB interface

2m/s~10m/s

10m/s~30m/s

0.001~9999 x 100 

0.001~9999 x 100 

0°C~40°C (32°F~104°F)

±(3%+0.5)

±(3%+0.8)

±(3%+0.5)

±(3%+0.8)

±3°C (±4°F) ±3°C (±4°F)

10000 10000

2044 2044

UT361 UT362
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Specifica�ons

Features
Selectable units MA /MIN mode

LCD backlight/data hold Auto power off

Low ba�ery indica�on: 7.2V Auto record �me setup

Wind speed display: Display "VEL" Wind count display: Display "FLOW" 
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